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DVR & Network Solution

FEATURES

SPECIFICATIONSSPECIFICATIONS

8CH / 9CH Standalone DVR
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XTR08C-VR

True Triplex Operation (Recording / Playback / Network). 

USB Media Backup. 

Built-in VGA Output. 

Allow Multi-Internet Viewers. 

Host USB (Avg. 300KB / Sec.) Drive. 

Firmware Upgrade via USB. 

Support PS / 2 Mouse. 

Support SATA HDD (Option). 

Audio Recording. 

Video Color Adjustment and Event List.

Model XTR08C-VR

Video

Input 8ch Input (1.0 Vp-p, 75ohms / BNC)

Output 1ch Output (BNC x 1)

Monitoring

Resolution (H x V) NTSC: 640 x 448; PAL: 640 x 544

Display Mode Single / Auto Sequence / Quad

Speed NTSC: 240 fps (30 fps x 8); PAL: 200fps (25 fps 
x 8)

Record / Playback

Speed NTSC: Max 60 fps; PAL: Max 50 fps

Resolution (H x V) NTSC: 640 x 224; PAL: 640 x 272

HDD Storage IDE or SATA HDD interface (Option); Max: 1TB

Compression Enhanced Motion JPEG

Record Mode Continuous / Motion Detection / Sensor / 
Schedule

Motion Detect Adjustable

Search Mode Date & Time

Others

Backup USB Stick

Alarm 8ch Alarm Input / 1ch Alarm Output

Audio 1ch Audio Input / 1ch Audio Output

Network TCP / IP, Static IP, DHCP, PPPOE, DDNS  
(Through Router)

Network Connection 10 / 100 Ethernet (RJ-45)

Serial Connectors USB 2.0 Port x 2, PS2 Port x 1, RS485 x 1 
(Option)

OSD Language Multi-Language Support

VGA Yes

Internet Transmission MPEG-4 Compression

Internet Viewer Remote Client Software & IE Browser

Mechanics

Remote Controller Yes

Dimension 290 x 50 x 220mm

System NTSC / PA

Power Supply L Input: AC100-240V 50/60 Hz, Output: DC12V / 
5A

Design and specifications are subject to change without notice.


