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DVR & Network Solution

FEATURES

SPECIFICATIONSSPECIFICATIONS

4CH Standalone DVR
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XVR264-04M

Support 120 / 100 FPS (NTSC / PAL). 

Support USB Mouse. 

Support SATA HDD.  

Audio Recording. 

15 Level Sensitivity Motion Detection. 

Model XVR264-04M
Operation System Linux 

Video
Input 4ch Inputs (1.0 Vp-p, 75ohms / BNC)
Output 1ch Output (BNC x 1)

Monitoring
Display Mode Single / Quad
Zoom 2X
Speed NTSC: 120 fps; PAL: 100fps 

Record / Playback

Speed Normal, REW & FF (2X / 4X / 8X / 16X / 32X / 
64X), Pause

Resolution (H x V) NTSC: 360 x 240 (CIF); PAL: 360 x 288 (CIF)
HDD Storage SATA HDD Interface x 1
Compression H.264

Record Mode Normal / Manual / Schedule / Alarm / Event / 
Holiday / Sensor 

Quality Highest / High / Normal / Low / Lowest
Motion Detect 15 Level, 16 x 12 Grid
Search Mode Segment / Time / Event / Calendar
Watermark Yes

Others
Backup USB Stick 2.0 
Alarm Pre-alarm: 16MB / Post-alarm: 1 ~ 999 Seconds
Audio 1ch Audio Input (RCA) / 1ch Audio Output (RCA)
Network TCP / IP, HTTP, DHCP, ADSL, LAN, DDNS 
GUI interface Supported
Control USB Mouse / IR Controller 
Remote Operation Virtual DVR-Same As Local OSD
VGA Yes (Option)
Backup file H.264 Compression / AVI Format / Free AP
Remote Software Free AP & IE Browser

Mechanics
Operation 
Temperature -5°C - 40°C

Recovery Watchdog
Dimension 300 x 175 x 45 mm 
System NTSC / PAL Switch Selectable
Power Supply DC12V / 3A, 36W
Design and specifications are subject to change without notice.


